## ALICE TERRY ELEMENTARY IMPROVEMENTS
SHERIDAN SCHOOL DISTRICT #2
SHERIDAN, COLORADO

### ARCHITECTURAL
- **A1.00** CODE PLAN & ANALYSIS / DEMOLITION PLANS
- **A2.00** FLOOR AND REFLECTED CEILING PLANS, DETAILS
- **A3.00** ABBREVIATIONS, SYMBOLS, WALL TYPES

### MECHANICAL
- **MP0.01** MECHANICAL LEGEND AND NOTES
- **MP1.11** PARTIAL MAIN LEVEL MECHANICAL / PLUMBING PLANS

### ELECTRICAL
- **E0.01** ELECTRICAL LEGEND & NOTES
- **E1.11** PARTIAL MAIN LEVEL ELECTRICAL PLANS
GENERAL NOTES:

1. Existing hot line is 3" and cold is 2".
2. Existing hot and cold service up to sink to back of sink.
3. Existing hot and cold service up to shower to back of shower.
4. Existing hose bibs and faucets as noted.
5. Existing hot and cold service for toilet as noted.
6. Existing backflow preventer as noted.
7. Existing hot and cold service for sink as noted.
8. Existing hot and cold service for toilet as noted.

KEY NOTES:

1. CONNECT NEW WASTE PIPING TO EXISTING MAIN BELOW SLAB.
2. CONNECT NEW CW PIPING TO EXISTING MAIN ABOVE CEILING.
3. CONNECT NEW 3" VENT PIPING TO EXISTING 3" VENT UP TO (E)ERN.
4. CONNECT NEW 3/4" CW AND HW TO EACH L-1.
5. DEMOLISH EXISTING CW, HW, AND VENT PIPING FROM FIXTURES TO MAIN. CAP PIPE ABOVE CEILING.
6. REMOVE EXISTING EXHAUST FAN AND ALL ASSOCIATED DUCTWORK. EXISTING ROOF CURB TO REMAIN. REFER TO NEW WORK PLANS FOR REPLACEMENT EXHAUST FAN.
7. DEMOLISH ALL EXISTING VENT PIPING DOWNSTREAM OF EF-1. MOUNTED ON EXISTING ROOF CURB WITH ADAPTER CURB.
8. ALTERNATE: PROVIDE NEW 2" FD-1. ROUTE AND EXTEND 2" SAN CAP PIPE BELOW SLAB TO NEW 4" SAN SERVING BATHROOM.
9. INSTALL NEW SUSPENDED WATER HEATER ABOVE CEILING IN JOIST SPACE. REFER TO DETAIL FOR INSTALLATION.
10. CONNECT NEW FIXTURE TO EXISTING PIPING STUB OUTS IN AND SIZE OF MAIN PRIOR TO NEW WORK. CONTRACTOR TO FIELD VERIFY LOCATION AND SIZE OF NEAREST CONTRACTOR TO FIELD VERIFY LOCATION, INVERT ELEVATION, AND SIZE OF MAIN PRIOR TO NEW WORK.

SCALE: 1/4" = 1'-0"